
Warrington: +44 (0) 1942 433333  Belfast: +44 (0) 2890 773750

White
(Fitted with Trim Attachment)

Black
(Fitted with Trim Attachment)

White

CODE DESCRIPTION WATTAGE CCT LUMENS LM/W TRADE

AALED1/BV/OCTOW Tunable White - Black 8W
2700K-6500K 730lm (2700K) - 720lm (6500K) 91lm (2700K) - 90lm (6500K)

AALED1/WV/OCTOW Tunable White - White 11W

AALED2/BV/OCTOW Tunable White - Black 8W
2700K-6500K 1150lm (2700K) - 1170lm (6500K) 105lm (2700K) - 106lm (6500K)

AALED2/WV/OCTOW Tunable White - White 11W

INPUT HERTZ TEMP LIFETIME (HRS) CRI SDCM BEAM ANGLE CLASS IP IK

230V 50Hz -10°C to 40°C L70 36,000 Ra 80 6 2 IP65 08

OCTO Astro 
Connected by WiZ Voice Control

AALED2/OCTOW

260 75

AALED1/OCTOW

200 65

Embedded

• WiZ embedded all polycarbonate multi-purpose LED square bulkhead 
 suitable for ancillary areas and industrial applications

•  Tunable between 2700K - 6500K via WiZ App and voice control
• Supplied c/w optional trim attachment which provides a more 
 commercially aesthetic appearance
• Unique Visiluxe diffuser allows 90% light transmission from LED 
 source for increased performance
• Instant light output and unlimited switching

£274.00

£274.00

£306.00

£306.00
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