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705000067400/705000066800 3000K 4.9kg
705000068800/705000068000 4000K 4.9kg
705000068200/705000067700 3000K 7.3kg
705000066600/705000068100 4000K 7.3kg
705000068600/705000067900 3000K
705000067000/705000067300 4000K

Roadlight Stratus 

1 2

3

705000067800/705000067200 
705000068300/705000067600 
705000066900/705000066700  
705000067500/705000068700 
705000068500/705000067100
705000068400/705000068900 

3000K
4000K
3000K
4000K
3000K
4000K

255 116489

306 130588

W（mm） H（mm）L（mm） MPA(m²）

+5°/10°/15°

-5°/10°/15°

17Nm

+5°/10°/15°

-5°/10°/15°

17Nm

Φ60

22Nm

Φ76

22Nm

Φ60

22Nm

Φ7.5-11.5 mm

Φ76

22Nm

Φ7.5-11.5mm

1 2

3

0.13

255 116489 0.13

306 119588 0.18

306 119588 0.18

0.18

w

L

H

LED RL-St-P2-XXX 60W  /  LED RL-St-P2-XXX 80W

LED RL-St-P2-XXX 60W DALI  /  LED RL-St-P2-XXX 80W DALI

LED RL-St-P2-XXX 120W  /  LED RL-St-P2-XXX 150W

LED RL-St-P2-XXX 120W DALI  /  LED RL-St-P2-XXX 150W DALI

LED RL-St-P2-XXX 120W ZH  /  LED RL-St-P2-XXX 150W ZH

LED RL-St-P2-XXX 60W ZH  /  LED RL-St-P2-XXX 80W ZH 255 127489 0.13

The roadlight can be installed with two adapters , 
which can be ordered separately: one for Φ60mm and one for Φ76mm.

Model

*MPA:Maximum Projected Area of the Roadlight Stratus 

4.9kg
4.9kg
7.3kg
7.3kg
4.9kg
4.9kg
7.3kg
7.3kg

Side-Entry Mounting

Pole-Top Mounting

Φ7.5-11.5mm

Φ7.5-11.5mm



10kV
Surge Protection

Buckle

On/Off DALI2-D4i

ZHAGA-D4i

120° 120°

120°

Zhaga-Interface

L
N

Φ7.5-11.5mm

D
A-

D
A+

L
N

8-9mm
60mm4x0.75~2.5mm²

8-9mm
60mm

2x0.75~2.5mm²

L
N

8-9mm
60mm

2x0.75~2.5mm²

For safety, please install the safety chain on the  pole first 


