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•  IP65 dimmable high output LED Fire Rated Downlight 
 suitable for residential and hospitality applications

•  Fully tested for 30, 60 and 90 minute ceiling types to meet Part B of  Building Regulations
•  Fully tested to meet Part C (moisture), Part E (acoustic) and Part L (energy) of Building Regulations
•  Wide 60° beam angle for increased light distribution
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Easy wiring access

Chrome Trim Bezel Accessory

Satin Chrome Trim Bezel Accessory

Matt Black Trim Bezel Accessory

CODE DESCRIPTION WATTAGE CCT LUMENS LM/W UGR TRADE

APRILEDP/HO/CW Cool White - HO 8.5W 4000K 670-720lm 95-100lm/W 24

APRILEDP/HO/WW Warm White - HO 8.5W 3000K 700-750lm 90-95lm/W 24

Performance 
Downlight

CODE (ACCESSORIES) DESCRIPTION TRADE

APRILEDPBZ/CH Chrome Trim Bezel

APRILEDPBZ/SC Satin Chrome Trim Bezel

APRILEDPBZ/BLK Matt Black Trim Bezel

ACFLP/3 LED Emergency Lighting Pack

CODE (ACCESSORIES) DESCRIPTION TRADE

APRILEDP/CP/MW Converter Kit Matt White

APRILEDP/CP/CH Converter Kit Chrome

APRILEDP/CP/SC Converter Kit Satin Chrome

APRILEDP/CP/BLK Converter Kit Black

* UGR Value based on (4H - 8H)

INPUT HERTZ TEMP LIFETIME (HRS) CRI SDCM BEAM ANGLE CLASS IP

230V 50/60Hz -5°C to 25°C L70 60,000 Ra 80 6 60° 2 IP65

Compatible
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