
Product Data Sheet
GW66594 
IB Range
 

 

Range of industrial sockets-outlets with rated current equal to 125A in compilance with IEC 60309, with
electrical interlock and with MCCB or MCCB equipped with residual current device. The casing of the sockets
is made in high performance polyester reinforced with fibre-glass, resistent tu UV rays according to EN 62208,
impact and abonormal heat and fire. The robustness of the products and their resistance allow the installation
in heavy duty environments and with critical atmospheric.

VerticalType 200 °CThermo-pressure with ball
20 JImpact resistance at -20 °C IP66IP degree

3P+N+ENo. of poles IK10Mechanical resistance
50/60 HzFrequency 2,5-50 mm² flexible cables - 2,5-70 mm² rigid cablesTerminal tightening capacity

-25 +40 °COperating temperature MCB+ADD-ON RCDProtection
2221Electrocod 850 °C (Socket) - 960 °C (Case)Glow wire test
BlueColour 125A 25 kA C characteristic 30-3000 mACircuit breaker
125Rated current (A) 9Reference h

200-250 VRated voltage Heavy dutyType of use
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6InformazIonI TecnIche VersIone 1.1

Serie ieC 309
Prese e sPIne a norme Iec 309

PRESE MOBILI DIRITTE - IP66 / IP67 / IP68 / IP69

PRESE FISSE DA INCASSO A 10° - IP44/IP54
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TipoABL

63A
2P+
1141182733P+
3P+N+

125A
2P+
1301313353P+
3P+N+

PRESE FISSE DA INCASSO A 10° - IP66 / IP67

TipoABCDEFGHILødR

63A
2P+
85110801006414464821148411 3P+
3P+N+

125A
2P+
901149011464347761081319513 3P+
3P+N+
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10° ød

TipoABCDEFGHIødR

63A
2P+
85110801006414454828411 3P+
3P+N+
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InformazIonI TecnIche VersIone 1.1

Serie ieC 309
Prese e sPIne a norme Iec 309

PRESA CON INTERBLOCCO ELETTRICO 125 A - IP 55

BASI MODULARI PER PRESE INTERBLOCCATE 16 / 32 / 63A - IP 66

N° prese “IB”ABCDEFG

16-32 A
TRASF.

1148
555
15585210

136
3252305293
3462450
63 A1148620136390

N° prese IB

Serie iB
Prese fisse , con interruttore di blocco , a norme iec 309
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TECHNICAL SYMBOLOGY

 

200 °C IP66 IK10  850 °C (Socket) -
960 °C (Case) 

 

STANDARDS/APPROVALS
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