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•  Aluminium bi-directional suspended pendant 
 suitable for education, commercial and retail applications

• Supplied bi–directional light output as standard with 30% upward light and 

• Selectable CCT between 3000K,4000K and 6000K output
•  Pre-wired with 1.5 metre cable
•  Adjustable suspension points c/w suspension kit
• 1-10V dimmable as standard

Vasco CCT Bi-directional 
Suspended Linear
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upto 1.5m

CODE DESCRIPTION WATTAGE CCT LUMENS LM/W UGR A TRADE

AVASLED 1200mm - Aluminium 50W

3000K/4000K/6000K

23 1200mm

AVASLED/B 1200mm - Black 50W 23 1200mm

AVASLED/LO 1200mm - Aluminium - LO 15W 20 1200mm

AVASLED/LO/B 1200mm - Black - LO 15W 20 1200mm

AVASLED5 1500mm - Aluminium 60W

3000K/4000K/6000K

23 1504mm

AVASLED5/B 1500mm - Black 60W 23 1504mm

AVASLED5/LO 1500mm - Aluminium - LO 20W 20 1504mm

AVASLED5/LO/B 1500mm - Black - LO 20W 20 1504mm

CODE (ACCESSORIES) DESCRIPTION TRADE

AVASLED/LC Continuous Linking Connector

AVASLED/90 90° Corner Connector - Aluminium

AVASLED/90/B 90° Corner Connector - Black

INPUT HERTZ TEMP LIFETIME (HRS) CRI SDCM BEAM ANGLE CLASS IP

220-240V 50/60Hz -20 to 45°C L90 36,000 Ra 80 6 105° 1

AVASLED/90/B 90° 
Corner Connector

Linkable connector for 
continuous mounting
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