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LEDLima Connection-Kit

7 8 9

800mm 400mm

400mm

400mm

400mm

B

800mm

1100mm

1100mm

LED Lima-L12-15W-U19-DALI 800mm 400mm

400mm

400mm

400mm

800mm

1100mm

1100mm

LED Lima-L12-30W-U22-DALI

LED Lima-L15-18W-U19-DALI

LED Lima-L15-36W-U22-DALI

LED Lima-L12-15W-U19

LED Lima-L12-30W-U22

LED Lima-L15-18W-U19

LED Lima-L15-36W-U22

16 pcs

8 pcs

16 pcs

8 pcs

16 pcs

8 pcs

16 pcs

8 pcs

Max linear lamps quantity
A AB

Take out back cover. 1. Take out screws.

2. Take out end cover.

1. Install new end cover.

2. Drive in screws.

Pre-install 4 screws.

Connection part.

1.Slide in.

2.Fix 2 screws with tool.

→

→

Connect all wires with connector block.

DA (Gray)
DA (White)
PE (Ground)
Neutral (Blue)
Line (Brown)

Insert 230V cabel into the back cover, 
from side hole (not middle hole).



Data subject to change 
Les données sont sujettes à modifications 
Änderungen vorbehalten

10 11 12

1413 15

16

212019 22

Install suspension ropes and brackets.

Hang the 1st luminaire.

Push into the 2 sealing 
rubbers on the left side.

Connect all wires of the Connection Kit cable 
to the connector block of the first luminaire.

DA (Gray)
DA (White)
PE (Ground)
Neutral (Blue)
Line (Brown)

Install the back cover. 

Press

2nd luminaire
Insert 2 new end covers and connection part 
in advance.

Hang the 2nd luminaire.

Connecting luminaires.

1.Slide in 2nd luminaire.
2.Fix the other 2 screws.

17 18

Connect all wires of the Connection Kit 
cable to the connector block of the 2nd 
luminaire.

DA (Gray)
DA (White)
PE (Ground)
Neutral (Blue)
Line (Brown)

Install the seal rubber.

Press

Repeat steps 14-20 
until last luminaire.

…

Install the back cover of 2nd liminaire. 

Press




