
Product Data Sheet
GW66681PM 
Green Wall range
 

 

-

PlasterboardFor walls 16/32 A SBFFor 44 IB socket-outlets
1Houseable interloc. socket IP44IP degree

IK08Mechanical resistance 16/32 AHouseable IB socket-outlets
SBF horizontalFor socket-outlets 2220Electrocod

850 °C (bottom) - 650 °C (frame)Glow wire test Through multidiameter cutterDrilling bottom
-15°CMinimum installation temperature
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6InformazIonI TecnIche VersIone 1.1

Serie ieC 309
Prese e sPIne a norme Iec 309

PRESE MOBILI DIRITTE - IP66 / IP67 / IP68 / IP69

PRESE FISSE DA INCASSO A 10° - IP44/IP54
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TipoABL

63A
2P+
1141182733P+
3P+N+

125A
2P+
1301313353P+
3P+N+

PRESE FISSE DA INCASSO A 10° - IP66 / IP67

TipoABCDEFGHILødR

63A
2P+
85110801006414464821148411 3P+
3P+N+

125A
2P+
901149011464347761081319513 3P+
3P+N+
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10° ød

TipoABCDEFGHIødR

63A
2P+
85110801006414454828411 3P+
3P+N+
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13 InformazIonI TecnIche VersIone 1.1

Serie ieC 309
Prese e sPIne a norme Iec 309
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TECHNICAL SYMBOLOGY

 

IP44 IK08 850 °C (bottom) -
650 °C (frame) 

 

STANDARDS/APPROVALS
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sat@gewiss.com 
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Data, measures, designs and pictures are shown
only as informative purposes,

and could be changed without previous notice


