
Product Data Sheet
GW76982 
GW FIT Range
 

 

Systems of accessories for electrical installations used for residential, tertiary and industrial applications. The
system consists of fasteners for pipes and cables, cable fittings, accessories for rigid pipes (RK Series) and
flexible conduit (DF Series). The system include also a wide variety of cable ties (52FS Range) and terminal
blocks (44 Range).

IP65IP degree Nickel-plated brassMaterial
PG16Type of pitch -30 +100 °COperating temperature
3651Electrocod
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6InformazIonI TecnIche VersIone 1.1

Serie ieC 309
Prese e sPIne a norme Iec 309

PRESE MOBILI DIRITTE - IP66 / IP67 / IP68 / IP69

PRESE FISSE DA INCASSO A 10° - IP44/IP54
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TipoABL

63A
2P+
1141182733P+
3P+N+

125A
2P+
1301313353P+
3P+N+

PRESE FISSE DA INCASSO A 10° - IP66 / IP67

TipoABCDEFGHILødR

63A
2P+
85110801006414464821148411 3P+
3P+N+

125A
2P+
901149011464347761081319513 3P+
3P+N+
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10° ød

TipoABCDEFGHIødR

63A
2P+
85110801006414454828411 3P+
3P+N+

5 InformazIonI TecnIche VersIone 1.1

Serie ieC 309
Prese e sPIne a norme Iec 309

P
G

 1
6

6,5
9,5Ø 24

TECHNICAL SYMBOLOGY

  IP65   
 
 

 

GEWISS S.p.A. Via A. Volta, 1
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and could be changed without previous notice


