
64764-81-500 Cover Plates (partly incl. Insert)
Bewegungssensor Anthrazit - 63x63

64764-81-500

Typ 64764-81-500

Bestellnummer 2CKA006800A2995

EAN 4011395293751

Beschreibung 64764-81-500 Cover Plates (partly incl. Insert) Bewegungssensor Anthrazit - 63x63

Langbeschreibung

Movement detector sensor with with measurement of ambient light. For automatic switching
of devices dependent on motion and brightness. Push switch function possible at all times.

For detection down to the floor. For detection in stairwells. With 4 detection levels. In
combination with dimmer insert flex: dimming function of lighting and selectable light value
storage. With enabling of pre-warning of switch-off for stairwell operation. Compatible with

all free@home flex inserts. Adjusting elements on rear side. Multi-lens: suitable also for
mounting heights of 2.20 m. Extension of the detection range by means of master/slave

combination. With continuous light/continuous Off function. With brightness-independent
test mode for evaluating the detection zone. With detection display in test mode.

Surveillance density: 54 sectors with 224 switching segments. Switch-off delay: approx. 10
sec - 30 min or short-time pulse 1 sec adjustable. For relay insert flex, 1gang, 64811 U. For
e-contact insert flex, 1gang, 64814 U. For series relay insert flex, 2gang, 64821 U. For LED

touch dimmer insert flex, 1gang, 64851 U. For extension insert flex, 64891 U. Mounting
height: 31 mm.

Allgemeine Informationen

Produktdetails

Installation / Montage
2CKA000073B5101  
2CKA000073B5124  
2CKA000073B5125  

Betriebs- und
Montageanleitung
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2CKA000073B5126  
2CKA000073B5127  
2CKA000073B5128

Technische Daten
No document neededDatenblatt, technische

Information

2CKA000073B5216Datenblatt, technische
Information (Teil 2)

2CKA006800A3042  
2CKA006800A3048  
2CKA006800A3045  
2CKA006500A0013  
2CKA006800A3051

Geeignet für

Busch-flexTronics®Produktreihe

63x63  
future® linear  

Busch-axcent®  
Busch-axcent pur  
Busch-dynasty®  

carat®

Schalterdesign

einschalten 10 Sekunde(n)Minimalste Umschaltzeit

Flush MountedMontageart

Thermoplastischer KunststoffWerkstoff

BewegungssensorAusführung

RAL 7021 - schwarzgrauRAL Nummer

AnthrazitFarbe

0 gBatteriegewicht

Elektrische Last- und LichtsteuerungAnwendungsbereich

Umwelt
(Betrieb) -5 ... +45 °CUmgebungstemperatur

IP20Schutzart

nach EU-Richtlinie 2015/863 22. Juli 2019 (RoHS 3)RoHS Status

2CKA200000E7393RoHS Information

2CKA309999E9999REACH Erklärung

Abmessungen
63 mmBreite des Produkts

63 mmHöhe des Produkts

44 mmTiefe des Produkts

34 gNettogewicht

Bestelldaten
1 StückMindestbestellmenge

Karton 1 StückMenge
Verpackungseinheit 1

264764-81-500
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0.106 kgBruttogewicht
Verpackungseinheit 1

85389099Zolltarifnummer

2619473E-Nummer (Finnland)

1301521E-Nummer (Schweden)

Deutschland (DE)Herkunftsland

Zertifikate und Deklarationen
2CKA100000E4311Konformitätserklärung -

CE

Klassifizierungen
EC000138 - Bewegungsmelder-SensorETIM 8

EC000138 - Bewegungsmelder-SensorETIM 9

8538 90 99CN8

V11.0 : 27144008eClass

Niederspannungsprodukte und Systeme  → Schalterprogramme  → Abdeckungen (teilweise inkl. Einsatz)  → Elektronische Bedienelemente

Kategorien

364764-81-500
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