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•  Internal CCT selector switch allows the installer to choose the 
 CCT between 3000K and 4000K
• Supplied c/w optional trim attachment which provides a more 
 commercially aesthetic appearance

 source for increased performance
• Instant light output and unlimited switching

Astro 
CCT

AALED1

200 65

AALED2

260 75

CODE (OPTIONS) DESCRIPTION TRADE

/PC Electronic Photocell

/M3 Emergency (14W only)

CODE (OPTIONS) DESCRIPTION TRADE

/MWS Integral Microwave Sensor (14W only)

/CF Corridor Function

CODE DESCRIPTION WATTAGE CCT LUMENS LM/W TRADE

AALED1/BV/CCT
4/7W 3000/4000K 520/880lm (4000K, 4/7W) 125lm (4000K, 4/7W)

AALED1/WV/CCT CCT Selectable - White

AALED2/BV/CCT
7/13W 3000/4000K 915/1620lm (4000K 7/13W) 130/125lm (4000K 7/13W)

AALED2/WV/CCT CCT Selectable - White

WhiteWhite

INPUT HERTZ TEMP LIFETIME (HRS) CRI SDCM BEAM ANGLE CLASS IP IK

230V 50Hz -10°C to 25°C L70 56,000 Ra 80 6 115° 1 IP65 IK08

£79.00

£79.00

£111.00

£111.00

+ £48.00

+ £25.00

+ £36.00

+ £57.00
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