
Warrington: +44 (0) 1942 433333 Belfast: +44 (0) 2890 773750

• Selectable CCT between 3000K and 4000K output

• Die-Cast aluminium end caps
• Supplied c/w 1.5m suspension kit as standard

Otto Evo CCT Bi-directional 
Suspended Linear

INPUT HERTZ TEMP LIFETIME (HRS) CRI SDCM BEAM ANGLE CLASS IP

220-240V 50/60Hz 0°C to 25°C L90 60,000 Ra 80 3 110° 1

CODE (OPTIONS) DESCRIPTION TRADE

/M3

/DM3

/DD

CODE (OPTIONS) DESCRIPTION TRADE

/MWS

/CF Corridor Function

/OCTO OCTO Smart Control

1560

61

100

Adjustable 
upto 1.5m

White Black
AOTEVLED/90 90° 
Corner Connector

Aluminium

CODE DESCRIPTION WATTAGE CCT LUMENS LM/W UGR TRADE

AOTEVLED5 42W
3000K/4000K

23

AOTEVLED2X5 66W 25

AOTEVLED5/W or AOTEVLED5/B 

CODE (ACCESSORIES) DESCRIPTION TRADE

AOTEVLED500

AOTEVLED1000

AOTEVLED1500

AOTEVLED500/W or AOTEVLED500/B 

CODE (ACCESSORIES) DESCRIPTION TRADE

AOTEVLED/90 90° Corner Connector - Aluminium

AOTEVLED/90/W 90° Corner Connector - White

Option 
Available
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£178.00
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