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• Self-Test Panel Pod and Sensor Pod compatible
• Surface mounting frame option

• TPa as standard
• Self-Test Panel Pod and Sensor Pod compatible (see p522 for more information)

Endurance 
600x600 Panel STTP(a)

Emergency Sensor

Panel Pod 
Emergency installed

CODE DESCRIPTION WATTAGE CCT LUMENS LM/W UGR TRADE

AERMLED2/60/CW

30W

4000K 3100lm 103lm

21AERMLED2/60/WW 3000K 2900lm 96lm

AERMLED2/60/DL 6500K 3100lm 102lm

AERMLED2/60/LO/CW

20W

4000K 2060lm 103lm

21AERMLED2/60/LO/WW 3000K 2070lm 103lm

AERMLED2/60/LO/DL 6500K 2080lm 103lm

AIRMLED/POD/3NM/ST 5W

AIRMLED/POD/MWS Sensor Pod 1W
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INPUT HERTZ TEMP LIFETIME (HRS) CRI SDCM BEAM ANGLE CLASS IP

220-240V 50-60Hz -20°C to 40°C L80 50,000 Ra 80 6 110° 2

CODE (ACCESSORIES) DESCRIPTION TRADE

AERMLED/SK

AERMLED/60/SMF

AERMLED/60/CGCB/KIT Concealed Grid Ceiling Kit

APRK/60

CODE (OPTIONS) DESCRIPTION TRADE

/OCTO OCTO Smart Control

/DD

Option 
Available

Powered by

£156.00

£156.00

£156.00

£150.00

£150.00

£150.00

£112.00

£73.00

+ £195.00

+ £95.00

£13.10

£43.65

£11.40

£61.50

514

C
O

M
M

E
R

C
IA

L


