
Warrington: +44 (0) 1942 433333  Belfast: +44 (0) 2890 773750

•  Bracket design allows installation without removing mounting bracket
•  PIR versions complete with manual override facility
•  Pre-wired with 1 metre of rubber insulated cable for ease of installation
• Polycarbonate spike accessory allowing installation into lawn and garden applications
•  Non-dimmable
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Floodlight
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CODE DESCRIPTION WATTAGE CCT LUMENS LM/W A B C WINDAGE TRADE

AEDELED10/CW

Cool White

10W

4000K

953lm 95lm 117mm 114mm 29.5mm 0.02

AEDELED20/CW 20W 1834lm 92lm 132mm 138mm 30mm 0.02

AEDELED30/CW 30W 2762lm 92lm 163mm 167mm 31mm 0.03

AEDELED50/CW 50W 4359lm 87lm 175mm 197mm 35mm 0.04

PIR

10 Metres
10 Seconds - 7 Minutes

3 - 2000 LUX
Detection Angle - 120°

AMFLWB IP65 

AMFLSA
Floodlighting Spike

Accessory

INPUT HERTZ TEMP LIFETIME (HRS) CRI SDCM BEAM ANGLE CLASS IP IK

220-240V 50/60Hz -20°C to 40°C L90 36,000 Ra 80 6 110 1 IP65 IK06

CODE (ACCESSORIES) DESCRIPTION TRADE

AMFLSA Floodlighting Spike Accessory

CODE (OPTIONS) DESCRIPTION TRADE

/WW Warm White Versions

CODE (OPTIONS) DESCRIPTION TRADE

/PIR PIR Versions

PIR Option

£30.60

£52.50

£75.50

£101.00

+ £15.00+ £0.00

£6.55
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