
Product Data Sheet
GW68884A 
68 ACS Range 

 
Wired pedestals QMC range, certified for use on construction sites, are extremely versatile and offer a high
degree of personalisation. Thanks to the handle built into the head, they can easily be moved all over the site
without any need for additional supports. Eache pedestal is equipped with stainless steel tear-proof cable-
fastening hooks, enclosure with transparent window, and 5 meters of cable with relative plug.

Q-MC ACSType Wiredboard type
Light blueColour 19Weight (kg)

EN 61439-4 (ACS)Accordance with Standards UV resistance (EN 62208)Characteristics
IP56IP degree IK09Mechanical resistance

650 °CGlow wire test 70 °CThermo-pressure with ball
IIInsulation class Mobile plugPower supply

3P+N+ENo. of poles MCB 50A 4P 6kAMains switch
RCCB 63A 4P 0,03A - AC typeMCB’S MT main RCCB MCBCircuits protection

2Socket-outlet 2P+E 16A - IEC 309 1Socket-outlet 3P+E 16A - IEC 309
2Socket-outlet 3P+N+E 16A - IEC 309 1Socket-outlet 3P+N+E 32A - IEC 309

5 mCable length 2242Electrocod

DIMENSIONAL

69
7

346386

TECHNICAL SYMBOLOGY

EN 61439-4 (ACS) UV resistance (EN
62208)

IP56 IK09 650 °C 70 °C II

STANDARDS/APPROVALS
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