
XRG00-185/10-DC-EFM-110 Switch
disconnector fuse

XRG00-185/10-DC-EFM-110

Type XRG00-185/10-DC-EFM-110

Artikelnummer 1SEP204480R3606

EAN 3800161650154

Omschrijving XRG00-185/10-DC-EFM-110 Switch disconnector fuse

Omschrijving
Two pole Switch Disconnector Fuse for 185mm busbar distance and 10mm busbar

thickness, including Electronic Fuse Monitoring

Algemene informatie

PRODUCT-DETAILS

Circular Value
9AKK108467A5658Rapport over

conflictmineralen
(CMRT)

1SCC011021D0201REACH-verklaring

1SCC011020D0201RoHS-informatie

Ordering
1 stukMinimale

bestelhoeveelheid

85363000Nummer douanetarief

Bulgarije (BG)Land van herkomst

© 2023 ABB.  All rights reserved. Subject to change without notice2023/09/05



Popular Downloads
1SEC313002D0201Gegevensblad,

technische informatie

9AKK107492A8855Instructies en
handleidingen

9AKK107680A0370Mechanische tekeningen

Dimensions
590 mmProduct netto breedte

50 mmProduct netto hoogte

335 mmProduct netto diepte

3.74 kgProduct netto gewicht

Technical
(500 V) 125 ANominale

bedrijfsstroom DC-21B (I
e)

(230 V) 160 ANominale
bedrijfsstroom DC-23B (I
e)

8 kVNominale impuls
grensvoltage (Uimp)

1 kVNominaal isolatievoltage
(Ui)

500 V ACNominaal
bedrijfsvoltage

at Rated Load 33 WVermogensverlies

185 mmAfstand tussen fasen

Thickness 10 mmHartafstand rail

NH00Zekeringgrootte

DINZekeringsysteem

ManualBedieningsmodus

IEC60947-3Normen

2Aantal polen

acc. to IEC 60529 Front IP41Beschermingsgraad

BoltTerminaltype

160 AToegekende stroom (In)

500 V ACToegekende spanning (U
r)

YesElektronische
zekeringbewaking

Switching of resistive loads, including moderate overloads - occasional
actuation (DC-21B) 

Switching of highly inductive loads (i.e. series motors) - occasional
actuation (DC-23B)

Bedrijfsklasse

Environmental
Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS-status

20190927RoHS-datum

Certificates and Declarations
1SCC311166D2701Conformiteitsverklaring

- CE
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1SCC011021D0201REACH-verklaring

Container Information
doos 1 stukPakketniveau 1 Units

600 mmPakketniveau 1 Breedte

340 mmPakketniveau 1 Lengte

55 mmPakketniveau 1 Hoogte

4.02 kgPakketniveau 1
Brutogewicht

Classifications
EC001040 - Fuse switch disconnectorETIM 7

EC001040 - VeilighedenlastscheiderETIM 8

EC001040 - VeilighedenlastscheiderETIM 9

V11.1 : 27371401eClass

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE-categorie

Laagspanningsproducten en -systemen  → Zekeringsmateriaal  → Zekeringscheiders (in lijn)

Categorieën
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