
Product Data Sheet: Air-Termination Mast with HVI Conductor

FM 60 L11M IP HVI M L10M GFK AL STTZN (819 730)

Figure without obligation

Type FM 60 L11M IP HVI M L10M GFK AL STTZN  
Part No. 819 730  
Total length of air-termination mast 10800 mm  
Length of air-termination rod 3000 mm  
Material of air-termination rod Al   
Length of supporting tube 2100 mm  
Material of supporting tube GRP / Al   
Length of mast pipe 6000 mm  
Material of mast pipe St/tZn   
Diameter Ø conductor 20 mm  
Lightning current carrying capability (class / Iimp) H1 / 150 kA   
Colour of conductor black ●   
Material of conductor Cu   
Minimum order length 10.0 m  
Max. gust wind speed 166 km/h  
Standard DIN IEC/TS 62561-8 (VDE V 0185-561-8)   
Weight 53 kg  
Customs tariff number 85389099  
GTIN 4013364243477  
PU 1 Stk  

We reserve the right to introduce changes in performance, configuration and technology, dimensions, weights and materials in the course of technical progress. The figures are shown without obligation.
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3, : Tested +: New (: Discontinued Model : cross connector  : parallel connector  : longitudinal connector  : T connector

: clamp for parallel connector  : clamp for T connector  : pipe clamp for parallel connector  : pipe clamp for T connector
: bridging component  : equipotential bonding bar
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