
Product Data Sheet
GW16843 
CHORUSMART - Domestic range
 

 

Supports for fixing modular devices of the ChoruSmart residential series, made of technopolymer with rib-
enhanced structure that guarantees high performance. The range includes versions for mounting plates with
rectangular boxes with capacity for up to 12 modules, versions matching international standard plates on
round/square boxes and versions for DIN rail. They are suitable for flush-mount or wall-mount boxes and are
equipped with screw or fixing clutch systems. The convenient front coupling/disconnect system of ChoruSmart
modular devices also allows you to house modular devices with 1/2, 1, 2 and 3 modules.

3 modulesDescription 650 °CGlow wire test
70 °CThermo-pressure with ball EN 60669-1Standard

4No. DIN modules 0122Electrocod

DIMENSIONAL

C Dø
A
B

L

C Dø
A
B

L

C Dø
A
B

L

6InformazIonI TecnIche VersIone 1.1

Serie ieC 309
Prese e sPIne a norme Iec 309

PRESE MOBILI DIRITTE - IP66 / IP67 / IP68 / IP69

PRESE FISSE DA INCASSO A 10° - IP44/IP54
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TipoABL

63A
2P+
1141182733P+
3P+N+

125A
2P+
1301313353P+
3P+N+

PRESE FISSE DA INCASSO A 10° - IP66 / IP67

TipoABCDEFGHILødR

63A
2P+
85110801006414464821148411 3P+
3P+N+

125A
2P+
901149011464347761081319513 3P+
3P+N+
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TipoABCDEFGHIødR

63A
2P+
85110801006414454828411 3P+
3P+N+

5 InformazIonI TecnIche VersIone 1.1

Serie ieC 309
Prese e sPIne a norme Iec 309

55 70,6

81
,3

TECHNICAL SYMBOLOGY

  650 °C 70 °C 
 

STANDARDS/APPROVALS
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